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PRODUCT SPECIFICATIONS STANDARD/NORMS DATA
Construction 100% TPE

Total Height 0.47”

Total Weight 2.5 lbs

Tile Size 19.69” x 19.69”

Packaging (19.69” x 19.69”) 20 tiles per box 54.18 sq ft

Rolling Load 1,000 lbs

SNAP TRAX CLIPS

Clip Material 304 Stainless Steal

Clip Color Black (Electro Coating)

Clip Size 5.7” x 0.55”

Clip Thickness 2mm

Clip Weight 0.4kg

FLAMMABILITY RATINGS
Fraction ASTM D 2047 96 Wet 0.60

Fire Resistance ASTM E 648 Class 1

UV Resistance Utilizes recyclable UV Resistant PVC/TPE

LEED
MR Credit 4 LEED-NC v3

For 1-2 points: $ value of all
12% recycled content

MR Credit 6 LEED-NC v3
For 1 point: Low-emitting adhesive with a 
VOC of ≤50 g/l for indoor releasable carpet 
adhesive

Releasable VOC 0 g/l

IEQ Credit 4.3 LEED-NC v3
For 1 point: Low emitting materials - 
Flooring Systems

CRI Green Label Plus certified

IEQ Credit 5 LEED-NC v3
For 1 point: Semi-permanently installed 
entrance system of at least 10' in length 
and maintained on a weekly basis

This product is a semi-permanent installation


