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PRODUCT SPECIFICATIONS STANDARD/NORMS DATA
Carpet/Grid Composition Tufted Carpet/Ribbed Vinyl

Carpet Fiber PA6 Nylon

Carpet Backing PVC

Overall Thickness 9/16” (15mm)

Grid Thickness 7/16” (11mm)

Pile Weight (±7.5%) 23.65 oz/sy

Total Weight (±7.5%) 101.79 oz/sy

Carpet Strip Width 2” wide

Tile Size 19.69” x 19.69”

Packaging 12 tiles per box 32.5 sq ft; 62 lbs / carton

CARPET PROPERTIES

Manufacturing Process Tufted

Surface Aspect Cut Pile

Fiber PA6 Nylon

Backing PVC

Pile Height (±0.5mm) 0.20”

Total Height (±7.5%) 0.301”

Pile Weight (±7.5%) 23.65 oz/sy

Total Weight (±7.5%) 101.79 oz/sy

LEED-NC
MR Credit 4 LEED-NC v3

For 1-2 points: $ value of all
12% recycled content

MR Credit 6 LEED-NC v3
For 1 point: Low-emitting adhesive with a 
VOC of ≤50 g/l for indoor releasable carpet 
adhesive

Releasable VOC 0 g/l

IEQ Credit 4.3 LEED-NC v3
For 1 point: Low emitting materials - 
Flooring Systems

CRI Green Label Plus certified

IEQ Credit 5 LEED-NC v3
For 1 point: Semi-permanently installed 
entrance system of at least 10' in length 
and maintained on a weekly basis

This product is a semi-permanent installation


